Windows 95/98 Static IP Address Configuration

First, make sure Deep Freeze is disabled!

Right-click on Network Neighborhood icon on your desktop.  Select Properties, and this screen will pop up.  Scroll down and highlight or select TCP/IP – the one with the network card, not the dial-up adapter (if it is there).  Select Properties and you will see the next screen below.
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You will be at the IP Address tab - if the box is not checked for “obtain an address automatically”, you are using DHCP and should not have a problem getting out to the Internet.  Stop here – do not make any changes (Call the Technology Department if you are having problems getting out to the Internet.).  If there is an address specified, leave the number as it is on your screen (do not change to this number). The mask must be the same as indicated, if not, change it and then proceed to the next screen (Gateway tab).
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Make sure you are on the Gateway tab - this screen must have a number in it – the number will be in the format of 10.xxx.200.200 (not like the one shown).  The xxx will be your school number – for example - if you are at Price, then it will be 10.107.200.200 (not 205).  Proceed to the next tab (DNS).
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Make sure you are on the DNS Configuration tab.  Select Enable DNS and the host is the IP address specified on the first tab called IP Address.  The Domain is www.southsanisd.net.  The DNS servers are 10.200.0.20 and 10.200.0.2 and they must be in the order specified.  (Remove and re-add them if they are not.)  Select okay and it will tell you that you need to reboot your machine.  Restart and check the Internet again.  Re-enable Deep Freeze if applicable.  If it does not work, check if proxy is removed and then if it still doesn’t work, please contact your Campus Technology Coordinator or the Technology Department at 7375.
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